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For wide rooms with no false ceilings nor free floor space

›› Ideal for comfortable air flow in wide rooms thanks to Coanda 
effect: up to 100° discharge angle

›› Even rooms with ceilings up to 3.8m can be heated up or cooled 
down very easily without capacity loss

›› Can easily be installed in both new and refurbishment projects
›› Can easily be mounted in corners and narrow spaces, as it only 
needs 30mm lateral service space

›› Fresh air intake integrated in the same system thus reducing 
installation cost as no additional ventilation device is required

›› Stylish unit blends easily with any interior. The flaps close entirely 
when the unit is not operating and there are no air intake grilles 
visible

Home leave 
operation

Fan only Auto cooling-
heating 

changeover

Vertical auto 
swing

Fan speed 
steps 

(3 steps)

Dry 
programme

Air filter Weekly timer 
(optional)

Infrared 
remote control 

(optional)

Wired remote 
control 

(optional)

Centralised 
control 

(optional)

Auto-restart Self diagnosis Drain pump 
kit 

(optional)
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Technical specifications FXHQ32A FXHQ63A FXHQ100A
Cooling capacity Sensible 

capacity
At high fan speed kW 2.6 4.8 7.3 

Latent 
capacity

At high fan speed kW 1.0 2.3 3.9 

Total 
capacity

At high fan speed kW 3.6 7.1 11.2 

Heating capacity Total 
capacity

At high fan speed kW 4.0 8.0 12.5 

Power input - 50Hz Cooling At high fan speed kW 0.107 0.111 0.237 
At medium fan speed kW 0.084 0.078 0.152 
At low fan speed kW 0.068 0.059 0.105 

Heating At high fan speed kW 0.107 0.111 0.237 
At medium fan speed kW 0.084 0.078 0.152 
At low fan speed kW 0.068 0.059 0.105 

Power input - 60Hz Cooling At high fan speed kW 0.107 0.111 0.237 
Heating At high fan speed kW 0.107 0.111 0.237 

Dimensions Unit Height mm 235 
Width mm 960 1,270 1,590 
Depth mm 690 

Packed unit Height mm 336 334 
Width mm 1,060 1,388 1,708 
Depth mm 824 869 

Weight Unit kg 27 35 42 
Packed unit kg 33 45 54 

Casing Colour Fresh White
Material Resin, sheet metal

Heat exchanger Inside length mm 722 1,032 1,352 
Rows Quantity 2 3 
Fin pitch mm 1.50 
Passes Quantity 4 5 10 
Face area m² 0.213 0.303 0.398 
Stages Quantity 14 
Empty 
tubeplate 
hole

Quantity 0 

Tube type Hi-XSL
Fin Type Multi louver fin

Fan Type Sirocco fan
Quantity 2 3 4 
Air flow rate 
- 50Hz

Cooling At high fan speed m³/min 14.0 20.0 29.5 
At medium fan speed m³/min 12.0 17.0 24.0 
At low fan speed m³/min 10.0 14.0 19.0 

Fan Air flow rate 
- 50Hz

Heating At high fan speed m³/min 14.0 20.0 29.5 
At medium fan speed m³/min 12.0 17.0 24.0 
At low fan speed m³/min 10.0 14.0 19.0 

Air flow rate 
- 60Hz

Cooling At high fan speed cfm 494 706 1,042 
At medium fan speed cfm 424 600 848 
At low fan speed cfm 353 494 671 

Heating At high fan speed cfm 494 706 1,042 
At medium fan speed cfm 424 600 848 
At low fan speed cfm 353 494 671 

Sound power level Cooling At high fan speed dBA 54.0 55.0 62.0 
At medium fan speed dBA 52.0 53.0 55.0 
At low fan speed dBA 49.0 52.0 

Heating At high fan speed dBA 54.0 55.0 62.0 
At medium fan speed dBA 52.0 53.0 55.0 
At low fan speed dBA 49.0 52.0 

Sound pressure level Cooling At high fan speed dBA 36.0 37.0 44.0 
At medium fan speed dBA 34.0 35.0 37.0 
At low fan speed dBA 31.0 34.0 

Heating At high fan speed dBA 36.0 37.0 44.0 
At medium fan speed dBA 34.0 35.0 37.0 
At low fan speed dBA 31.0 34.0 

Fan motor Quantity 1 
Model KFD-280-87-8E KFD-280-117-8E EQDW01HDK
Speed Steps 3 
Output Max W 87 117 150 

Refrigerant Type R-410A
GWP 2,087.5 
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Technical specifications FXHQ32A FXHQ63A FXHQ100A
Piping connections Liquid Type Flare connection

OD mm 6.35 9.52 
Gas Type Flare connection

OD mm 12.7 15.9 
Drain VP20
Heat insulation Foamed polystyrene / Foamed polyethylene
Sound absorbing insulation Foamed polyurethane

Air filter Type Resin net
Safety devices Item 01 PC board fuse

02 Fan motor overcurrent protector
Control systems Infrared remote control BRC7GA53-9 / BRC7GA56

Wired remote control BRC1H52W/S/K / BRC1H82W/S/K / BRC1H51(9)W/S/K7 / BRC1E53A/B/C7
Standard accessories: Drain hose;Quantity: 1;

Standard accessories: Sealing material;Quantity: 6;

Standard accessories: Resin bushing;Quantity: 1;

Standard accessories: Wiring fixture;Quantity: 2;

Standard accessories: Thermal insulation tube;Quantity: 2;

Standard accessories: Wire clamp material;Quantity: 7;

Standard accessories: Hose band;Quantity: 1;

Standard accessories: Screws;Quantity: 2;

Standard accessories: Washer;Quantity: 8;

Standard accessories: General safety precautions;Quantity: 1;

Standard accessories: Installation and operation manual;Quantity: 1;

Standard accessories: Paper pattern for installation;Quantity: 1;

Electrical specifications FXHQ32A FXHQ63A FXHQ100A
Power supply Phase 1~

Frequency Hz 50/60
Voltage V 220-240/220

Current - 50Hz Minimum circuit amps (MCA) A 0.8 1.6 
Maximum fuse amps (MFA) A 16 
Full load amps (FLA) Total A 0.6 1.3 

Current - 60Hz Minimum circuit amps (MCA) A 0.8 1.6 
Maximum fuse amps (MFA) A 16 
Full load amps (FLA) Total A 0.6 1.3 

Nominal cooling capacities are based on: indoor temperature: 27°CDB, 19°CWB, outdoor temperature: 35°CDB, equivalent refrigerant piping: 5m, level difference: 0m. |  
Nominal heating capacities are based on: indoor temperature: 20°CDB, outdoor temperature: 7°CDB, 6°CWB, equivalent refrigerant piping: 5m, level difference: 0m. |  
The sound power level is an absolute value indicating the power which a sound source generates. |  
Instead of a fuse, use a circuit breaker |  
Select wire size based on the value of MCA |  
Contains fluorinated greenhouse gases 
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FXHQ-A

Power supply Input ( W )
Model Hz Voltage [V] Voltage range MCA MFA kW FLA Cooling Heating
FXHQ32AVEB8 0,8 16 0,060 0,6 107 107
FXHQ60AVEB8 0,8 16 0,091 0,6 111 111
FXHQ100AVEB8 1,7 16 0,150 1,3 237 237
FXHQ32AVEB8 0,8 16 0,060 0,6 107 107
FXHQ60AVEB8 0,8 16 0,091 0,6 111 111
FXHQ100AVEB8 1,7 16 0,150 1,3 237 237

Symbols
MCA : Minimum Circuit Amperes [A]
MFA : Maximum Fuse Amperes [A] See note ·5·.

kW : Fan motor rated output [kW]
FLA : Full Load Amperes [A]
IFM : Indoor fan motor

Notes
1) Voltage range

2)
3) MCA/MFA

MCA = 1.25 X FLA
MFA ≤ 4 X FLA
The next lower standard fuse rating is minimum ·16· ampere.

4) Select the wire size according to the MCA.
5) Use a circuit breaker instead of a fuse.

Minimum Ssc value ·kVA· according to ·EN61000-3-2·

The units are suitable for use with electrical systems in which the voltage supplied to the unit
terminals is not below or above the listed range limits.
The maximum allowable voltage that is unbalanced between phases is ·2·%.

Units IFM

50

60

220-240

220

MAX. 264
MIN. 198

MAX. 242
MIN. 198

 4D145201
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FXHQ-A

Nominal

Maximum 125°C 125°C 125°C

Fan motor fuse (on wire) 500V, 4A 500V, 4A 500V, 4A

1.65A 1.65A 2.3AFan motor overcurrent 
protection

Fan motor thermal 
protector

Safety devices FXHQ32AVEB8 FXHQ63AVEB8 FXHQ100AVEB8

PCB fuse 250V, 3.15A 250V, 3.15A 250V, 3.15A

 4D145198
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FXHQ-A

①
②
③
④
⑤
⑥

⑦

Notes
Requires installation box for adaptor PCB ·KRP1D93A·.
Included languages are: English, German, French, Italian, Spanish, Portuguese, and Dutch.

Only possible in combination with simplified remote control ·BRC2/3E52C7·.

Includes duty rotation functionality
Included languages are:
Language pack ·1·: English, German, French, Dutch, Spanish, Italian, and Portuguese.
With PC cable ·EKPCCAB3· in combination with the Updater PC software, you can additionally change the language to:
Language pack ·2·: English, Bulgarian, Croatian, Czech, Hungarian, Romanian, and Slovenian.
Language pack ·3·: English, Greek, Polish, Russian, Serbian, Slovak, and Turkish.

Included languages are: English, Russian, Greek, Turkish, Polish, Albanian, and Slovak.
Included languages are: English, Czech, Croatian, Hungarian, Slovenian, Romanian, and Bulgarian.

KAF501B80 × ×
KAF501B160 × ×

Option kit Product name FXHQ32A FXHQ63A FXHQ100A

Long-life replacement filter (nonwoven type)
KAF501B56 × ×

Drain pump kit KDU50P60VE × ×
KDU50P140VE ×

L-type piping kit (upward direction) KHFP5N63 × ×
KHFP5N160 ×

Wired remote control

BRC1D528
BRC1E53A7 ②⑤
BRC1E53B7 ③⑤

BRC1H52W/S/K
BRC1H82W/S/K

BRC1E53C7 ④⑤

Simplified remote control (with operation mode selector button) BRC2E52C7 ⑥

Wireless remote control Heat pump BRC7GA53-9
Cooling only BRC7GA56

Simplified remote control (without operation mode selector button) BRC3E52C7 ⑥
Central remote control DCS302CA51 
Unified ON/OFF controller DCS301BA51
Wiring adaptor for electrical appendices KRP1BA54 ①
Wiring adaptor for electrical appendices KRP4AA52 ①
Adapter for external central monitoring/control (controls 1 entire system) KRP2A62 ①
External adaptor for outdoor unit (installation on indoor unit) DTA104A62
Installation box for adaptor PCB KRP1D93A
Remote sensor KRCS01-4B
Remote "ON/OFF" and "forced OFF" kit EKRORO4
Electrical box with earth terminal (·3· blocks) KJB311AA
Electrical box with earth terminal (·2· blocks) KJB212AA
Digital input adaptor BRP7A52  ①⑦
PCB for multi-tenant indoor units DTA114A61-9  ①

 4D145265A
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FXHQ-A

14,0 [°C WB] 16,0 [°C WB] 18,0 [°C WB] 19,0 [°C WB] 20,0 [°C WB] 22,0 [°C WB] 24,0 [°C WB] 1)

20,0 [°C DB] 23,0 [°C DB] 26,0 [°C DB] 27,0 [°C DB] 28,0 [°C DB] 30,0 [°C DB] 32,0 [°C DB]

TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC 2)

32 2,4 2,0 2,9 2,3 3,4 2,6 3,6 2,6 3,6 2,6 3,7 2,5 3,8 2,5

63 4,8 3,9 5,7 4,4 6,6 5,0 7,1 4,8 7,2 4,7 7,4 4,6 7,5 5,1

100 7,6 5,5 9,0 6,3 10,5 7,1 11,2 7,3 11,3 7,2 11,6 7,0 11,9 6,7

16,0 [°C DB] 18,0 [°C DB] 20,0 [°C DB] 21,0 [°C DB] 22,0 [°C DB] 24,0 [°C DB]

32

63

100

Heating

Notes

Notes
TC: Total capacity [kW]

SHC: Sensible heat capacity [kW]

Outdoor temperature ·35·°C DB

1) TC: Total capacity [kW]
2) Outdoor temperature ·7·°C DB / ·6·°C 
WB3,9 3,7

10,9

8,4 8,4 8,0 7,7 7,5 7,0

13,1 13,1 12,5 12,1 11,7

Cooling

3,5

Indoor air temperature

Unit size

Indoor air temperature

Unit size
TC TC TC TC TC TC

4,2 4,2 4,0

 4D145572
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Air discharge grille

Air suction grille

Air filter

Drain pipe connection

Terminal block with earth terminal

Located inside of the unit

Metal hanger

Piping intake (right)

Drain piping intake (left)

Drain piping intake (left-rear)

Drain piping intake (right)

Standard location of holes in the wall

Piping intake (rear)

Liquid piping intake (top)

Gas piping intake (top)

Drain piping intake (top)

Power supply wiring and control wiring intake (top)

Power supply wiring and control wiring intake (rear)

O
O

O

Knockout hole.

Knockout hole.
Knockout hole.

Knockout hole.

O
O

O

NameNumber Description

Position of knockout hole

Position of knockout hole

Rear view

Standard location of holes in the wall

Piping intake (rear)

R
e
q
u

ir
e
d

 s
p
a
c
e

O

4-M8~M10

Location of nameplate
Bottom of the fan housing inside the suction grille

When installing a wireless controller, there will be
a receiver on this location. For details, see the drawing
of the wireless controller.

Notes

Suction-side obstacle

Front side

Suspension bolt pitch

Service space Service space

Brand name label
Note ·2·

Drain pipe connection

Connection position of fresh air intake ki
t Knockout hole.O

Position of knockout hole for piping
intake (rear) Rear view

R
e
q

u
ir

e
d

s
p

a
c
e

S
u
s
p

e
n
s
io

n
 b

o
lt
 p

it
c
h

R
e
q

u
ir

e
d

s
p

a
c
e

Top

Rear side

Gas pipe connection ·Ø12,7· flare

Liquid pipe connection ·Ø6,4· flare

Suspension bolt

·30·  or more

·2
5
0

0
· 

 o
r 

m
o
re ·30·  or more

3D109224B

FXHQ32A

Do not place any objects under the indoor unit.
In case of high humidity (>80%), clogged drain outlets,
or dirty air filters, condensate may drop out.

SUSPENSION BOLT
4-M8~M10

Rear view

Standard location of holes in the wall
Piping intake (rear)

R
eq

ui
re

d 
sp

ac
e

Air discharge grille
Air suction grille
Air filter
Gas pipe
Liquid pipe
Drain pipe connection
Terminal block with earth terminal
Located inside of the unit
Metal hanger

Piping intake (right)

Drain piping intake (left)
Drain piping intake (left-rear)

Drain piping intake (right)
Standard location of holes in the wall
Piping intake (rear)

Liquid piping intake (top)
Gas piping intake (top)
Drain piping intake (top)

Power supply wiring and control wiring intake (top)
Power supply wiring and control wiring intake (rear)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

Location of nameplate
Bottom of the fan housing inside the suction grille

When installing a wireless controller, there will be
a receiver on this location. For details, see the drawing
of the wireless controller.
Do not place any objects under the indoor unit.
In case of high humidity (>80%), clogged drain outlets,
or dirty air filters, condensate may drop out.

Notes

1)

2)

3)

Suction-side obstacle

Front side

Suspension bolt pitch

Service space Service space

Brand name label
Note ·2·

Drain pipe connection
Piping connection ·LEFT·

Connection position of fresh air intake kit
Knockout hole.O100

Position of knockout hole for piping intake (rear)
Rear view

R
eq

ui
re

d 
sp

ac
e

5

103
220

1
75

15
19

90

9
0

120

9
2

1
75

4
0

60 51

1
15

134

6359

1
57

6
3

1230

2
60

2
10

.6

Su
sp

en
si

on
 b

ol
t p

itc
h

30OR MORE 1270 30OR MORE

 3
00

 O
R

 M
O

R
E

R
eq

ui
re

d 
sp

ac
e

Floor

5
1
97

690

2
50

0
 O

R
 M

O
R

E 57
13

1

6

452

9

12

9
1

1
31

1
97

57
O

45 14

4 5 11

6

83

105

156

2
14 2
21 2
68

76

(2
68

)
2
35

102

105
156

131 57

210

3
0

1
00

8
7

1
63

1
89

1
95

3
5

8

10

16

201718

116

73

O9,5 FLARE

VP20

M4

O36

O60

O100

Knockout hole.
Knockout hole.
Knockout hole.
Knockout hole.

O15,9  FLARE

O29

O26

O29

NameNumber Description

Position of knockout hole
Position of knockout hole

5
  

1
80

Top
Rear side

FXHQ63A

3D109222A
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Suction-side obstacle

Floor

Front side

Suspension bolt pitch

Service space Service space

S
u

s
p

e
n

s
io

n
 b

o
lt
 p

it
c
h

4-M8~M10

Brand name label
Note ·2·

Drain pipe connection

O

Connection position of fresh air intake kit
Knockout hole.O

Position of knockout hole for piping intake (rear)
Rear view

Rear view

Standard location of holes in the wall

Piping intake (rear)

R
e
q

u
ir

e
d

 s
p
a
c
e

R
e
q

u
ir
e

d
 s

p
a

c
e

Location of nameplate

Bottom of the fan housing inside the suction grille

When installing a wireless controller, there will be
a receiver on this location. For details, see the drawing
of the wireless controller.

Do not place any objects under the indoor unit.
In case of high humidity (>80%), clogged drain outlets,
or dirty air filters, condensate may drop out.

Notes

R
e
q

u
ir

e
d
 s

p
a
c
e

Air discharge grille

Air suction grille

Air filter

Drain pipe connection

Terminal block with earth terminal

Located inside of the unit

Metal hanger

Piping intake (right)

Standard location of holes in the wall

Piping intake (rear)

Liquid piping intake (top)

Gas piping intake (top)

Drain piping intake (top)

Power supply wiring and control wiring intake (top)

Power supply wiring and control wiring intake (rear)

O
O

O

Knockout hole.

Knockout hole.

Knockout hole.

Knockout hole.

O
O

O

NameNumber Description

Position of knockout hole

Position of knockout hole

Top

Rear side

Gas pipe connection ·Ø15,9· flare

Liquid pipe connection ·Ø9,5· flare

Suspension bolt

·30·  or more

·2
5
0

0
· 

 o
r 

m
o
re

·30·  or more

Drain piping intake (left)

Drain piping intake (left-rear)

Drain piping intake (right)

FXHQ100A

3D106530B
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Remote control dimensions

Receiver installation procedure

Receiver detail

Receiver

Transmitter

Remote control holder

Wireless remote control

Installation to wall surface

3D109659

FXHQ-A
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Model name

1 5 9 0 8 2 0

1 2 7 0

Ａ Ｂ

FXHA50AVEB8
FXHA63AVEB8
FXHQ63AVEB8

FXHA32AVEB8
FXHQ32AVEB8

FXHA100AVEB8
FXHQ100AVEB8

C D

3 6 5 8 5

3 6 5 8 5

3 6 5 8 5

9 6 0 4 7 5

6 6 0

FXHQ-A

4D145200A
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WIRING DIAGRAM

FXHQ-A

3D079560F

FXHQ-A

3D079560F

Wiring diagram Indoor unit
A1P Printed circuit board
C105 Capacitor
F1U Fuse (T, 3.15A, 250V)
F2U Fuse
HAP Flashing lamp  

(servcie monitor green)
KRP Magnetic relay (drain pump)
M1F Motor (indoor fan)
M1S Motor (swing blade)
PS Power supply
R1T Thermistor (air)
R2T Thermistor (coil)
R3T Thermistor (coil)
V1R Diode bridge
X1M Terminal block
X2M Terminal block
Y1E Electronic expansion valve
Z1F Noise filter

Connector for optional parts
X15A Connector (float switch)
X24A Connector  

(wireless remote controller)
X25A Connector (drain pump)
X33A Connector  

(adaptor for wiring)
X35A Connector  

(power supply for adaptor)
Wireless remote controller

(Receiver/display unit)
A2P Printed circuit board
A3P Printed circuit board
BS1 Push button switch (ON/OFF)
H1P Pilot lamp (on-red)
H2P Pilot lamp (timer-green)
H3P Pilot lamp (filter sign-red)
H4P Pilot lamp (defrost-orange)
SS1 Selector switch (main/sub)
SS2 Selector switch  

(wireless address set)

NOTES

1. : terminal block, , : connector, : field wiring, : short circuit connector 
2. In case using central remote controller, connect it to the unit in accordance with the attached installation manual.
3. X15A, X25A are connected when the drain up kit is being used. In accordance with the attached installation manual.
4. In case of main/sub changeover, see the installation manual attached to remote controller.
5. Symbols show as follows: 

BLK: black, RED: red, BLU: blue, WHT: white, YLW: yellow, GRN: green, ORG: orange, BRN: brown, PNK: pink.
6. Shows only in case of protected piping. Use H07RN-F in case of no protection.
7. When connecting the input wiring from outside, forced off or on/off control operation can be selected by the remote 

controller, see installation manual for more details.

(Note 6)
H05VV-U3G2.5

Input from outside (Note 7)
Transmission wiring (note 2)
Central remote controller

(Note 4)
Wired remote controller
(Optional accessory)

1~220-240V 50Hz
1~220V 60Hz

Wireless remote controller
(Receiver / display unit)

(Optional accessory)

Control box

(Note 3)

(Note 3)

Class 
32 · 63

Class 
100

16
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FXHQ32A

1.

2.

3.

Cooling Heating

dBA = A-weighted sound power level (A scale according to IEC).

Reference acoustic power 0 dB = ·10E-6·µW

Measured according to ISO 3744

Notes
Fan speed: High

Fan speed: Medium

Fan speed: Low
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FXHQ63A

1.

2.

3.

Cooling Heating

Fan speed: High

Fan speed: Medium

Fan speed: Low

dBA = A-weighted sound power level (A scale according to IEC).
Notes

Reference acoustic power 0 dB = ·10E-6·µW

Measured according to ISO 3744
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11	 Sound data
11 - 1	 Sound Power Spectrum



FXHQ100A

Notes
Fan speed: High 1. dBA = A-weighted sound power level (A scale according to IEC).

Fan speed: Medium 2. Reference acoustic power 0 dB = ·10E-6·µW

Fan speed: Low 3. Measured according to ISO 3744
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11	 Sound data
11 - 1	 Sound Power Spectrum



FXHQ32A

Legend
dBA = A-weighted sound pressure level (A scale according to IEC).
A Scale

B
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2)
Cooling Total dB 3)
A B C D

4)

5)
Heating Total dB

A B C D

Measuring location: anechoic chamber

Background noise already taken into account.
Operating noise varies depending on operation and ambient conditions.

The operation noise measuring method is in accordance with JISC9612.

Location of microphone

Fan speed: High

Fan speed: Medium

Fan speed: Low
Notes

Operating conditions: power source 220-240 V/220 V 50/60 Hz; JIS 
standard
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Heating Total dB 5)
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dBa 37,0 35,0 34,0

Operating noise varies depending on operation and ambient conditions.

The operation noise measuring method is in accordance with JISC9612.

Notes

Measuring location: anechoic chamber

Location of microphone

Operating conditions: power source 220-240 V/220 V 50/60 Hz; JIS 
standard
Background noise already taken into account.

Legend
dBA = A-weighted sound pressure level (A scale according to IEC).
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11	 Sound data
11 - 2	 Sound Pressure Spectrum



FXHQ100A

dBA = A-weighted sound pressure level (A scale according to IEC).

A Scale Notes
1)

B
2) Background noise already taken into account.

C
3)

D
4)

Cooling Total dB 5) Measuring location: anechoic chamber
A B C D

Heating Total dB
A B C D

Operating conditions: power source 220-240 V/220 V 50/60 Hz; 
JIS standard

Operating noise varies depending on operation and ambient 
conditions.
The operation noise measuring method is in accordance with
JISC9612.

Location of microphone

Legend

Fan speed: High

Fan speed: Medium

Fan speed: Low
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11	 Sound data
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cooling velocity (blow) cooling temperature (temp)

heating velocity (blow) heating temperature (temp)

Air velocity distribution (cooling)

Air velocity distribution (heating)

Air flow direction: horizontal Air flow direction: horizontal

Air flow direction: vertical
Air temperature distribution (heating)

Air temperature distribution (cooling)

Air flow direction: vertical
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12	 Air flow patterns
12 - 1	 Air flow pattern - Cooling and Heating



cooling velocity (blow) cooling temperature (temp)

heating velocity (blow) heating temperature (temp)

Air velocity distribution (cooling)

Air velocity distribution (heating)

Air flow direction: horizontal Air flow direction: horizontal

Air flow direction: vertical
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12 - 1	 Air flow pattern - Cooling and Heating
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